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N° ACRSOV 


"U" shape bolt 


WA5000 wide range receiving antenna 


Designed for wide range of VLF-SHF receiving. 
MOS power FET amplifier installed for superior 
performance in HF range 30KHz-30MHz. 


ASSEMBLING 

Fix two attachments through a pipe bracket by 
two lock screws. 

Feed coaxial cable through pipe bracket to an 
antenna element. Connect M plug at the bottom 
of the element then fix pipe bracket by lock 
screw. 

Prepare a mast (approx. 40mm dia. not supplied) 
in vertical for supporting whole antenna element 
by two "U" shape bolts. 


CONNECTION , 

Lead in coaxial cable to your room (take care of 
water intrusion) to connect its "M" plug to the 
control unit of WA5000. 

Short length cable with BNC plug is for receiver, 
Plug in DC plug of AC adaptor to power socket of 
the control unit. 


OPERATION 

For 30KHz-30MHz, push upper part of the see-saw 
switch then LED light on. 

For above 30MHz, push lower part of the see-saw 
switch then LED light off. 


CAUTION 

This antenna is designed only for receiving and 
please do not try to operate transmission. 
Please take care of no transmission in use with 


. transceivers. Warranty void for the damage by 


transmission. 


SPECIFICATION 


' Range/ gain 30KHz - 30MHz/ 6dB max. 


30MHz ~ 2GHz/ OdB max. 
Impedance 50 ohms 
Endurance 50 m/s wind speed 
Acceptable mast 25 ~ 60 mm dia. 
Total length 1.3m 
Coaxial cable RG58/U 15 m with "M" plugs 


Power source DC 12V 100 mA 


AC adaptorVeupplied 
= 


